
 

 

Rev.000 Jun 2017 
 

Elastoclothe 
GLASS FIBRE MESH REINFORCEMENT FOR LIQUID WATERPROOF 

NOTE : Every reasonable precaution is taken in the manufacture of all CORMIX-products to ensure that they comply with CORMIX‘s high standard of quality. The recommendations and 

properties of the product are based upon what is believed to be the most reliable information available, and are not intended as recommendations which infringe on other patents. Although 

all CORMIX-products are subject to rigid quality tests, no specific guarantee can be given, because results depend, not only on quality, but also on other factors beyond our control. We 

welcome therefore consultation in the event of doubt concerning application, or performance, and point out those oral recommendations, which vary from the instructions contained herein, 

are not binding without written confirmation by CORMIX. All transactions shall be subject to our terms and conditions of sale-delivery-and-service. This data sheet supersedes the previous 

one and a reprint may be issued without notice to supersede this edition, as and when deemed necessary. The information given in this leaflet is to the best of our knowledge true and reliable. 

Field service where provided does not constitute supervisory responsibility. Our guarantee is therefore limited to the quality of materials delivered. 

  
DESCRIPTION 

Elastoclothe are glass fiber mesh, Used as rein-

forcement of waterproofing system and decorative 

mortars. 

USES & ADVANTAGES 

• Reinforcement for liquid applied waterproofing 

system and decorative mortars. 

• Material are glass fiber. 

• Improve exceptional dimensional stability to the 

membrane improving the tensile strength in both 

longitudinal and lateral directions. 

• Reinforces the waterproofing coating, comprising 

resins such as Acrylic, Epoxy and polyurethane. 

• Can use with various substrate such as concrete, 

plasterboard and cement board. 

PROPERTIES 

Appearance:   White 

Area Weight:  50 g/sqm 

Width:   100 + 1 cm 

Mesh Size:  3 + 0.3 mm 

 

PACKAGING 

1 x 100 metre (100 sqm/roll) 

TECHNICAL SERVICE 

The Cormix International Technical Service Depart-

ment is available to assist you in the correct use of 

our products and its resources are at your disposal 

entirely without obligation. 

 

QUALITY ASSURANCE 

ISO 9001 : 2008 verified by TUV Nord 

CONTACT DETAILS 

Cormix International Limited 

89 Romklao Rd., Sansab, Minburi, Bangkok 10510 

Tel. (66 2) 917 3955-8, 543 8890 

Fax. (66 2) 917 3959, 543 8891 

http://www.cormix.com  

E-mail: info@cormix.com 

 

 


